///ATOM CHAINSAW DRILL ATTACHMENT

OPERATOR/OWNER MANUAL
"AUGER-STOP" MODEL

The Atom Drill Attachment allows all small, medium and standard, gasoline chainsaw powerheads, to be
converted into a handy powerful professional drilling machine. It will drill holes up to a diameter of 32mm (144")
in wood. The Atom Drill Attachment automatically reverses its direction of rotation to anti-clockwise (counter
clockwise) when it is pulled back. This model has AUGER-STOP feature which when activated stops the auger

rotation if the auger suddenly jams in the timber
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THIS MANUAL IS IMPORTANT
DO NOT THROW AWAY

Manual always to be available
for reference or instructing
new operators

MAKE SURE THIS MANUAL IS READ AND
CAREFULLY UNDERSTOOD BEFORE
STARTING OR OPERATING THIS
EQUIPMENT

SERVICE INFORMATION

Service on this power equipment within and after
the warranty period can be performed by any
authorised service dealer.

NOTE: PROOF OF PURCHASE WILL BE
REQUIRED FOR WARRANTY
SERVICE. SEE BACK PAGE.

SAFETY WARNINGS

THE PURPOSE OF SAFETY WARNINGS
AND NOTES IS TO ATTRACT YOUR
ATTENTION TO POSSIBLE DANGERS

AND THE EXPLANATIONS WITH THEM
DESERVE YOUR CAREFUL ATTENTION
AND UNDERSTANDING. THE SAFETY
WARNINGS DO NOT BY THEMSELVES
ELIMINATE ANY DANGER.

THE INSTRUCTIONS OR WARNINGS THEY
GIVE ARE NOT SUBSTITUTES FOR
PROPER ACCIDENT PREVENTION MEASURES.

SYMBOLS:
WARNING: Failure to obey a safety
A warning can result in injury to
yourself and others.
NOTE: Advises you of information or
instructions vital to the
| operation or maintenance of the

equipment.




INTRODUCTION

This manual contains operating, safety, and workshop
instructions for the Atom Drill Attachment.

Pay special attention to the safety precautions outlined
on pages 3 to 6. Allow only persons who understand this
manual to operate your chainsaw drill attachment. To
receive maximum performance and satisfaction from
your Drill Attachment, it is important that you read and
understand the maintenance and safety precautions
before using your Drill Attachment. Contact your Atom
dealer or the Atom distributor for your area if you do

not understand any of the instructions in this manual.
/N WARNING

Because the Drill Attachment is a powerful tool, and as
with any other power tool to reduce the risk of personal
injury, some special safety precautions must be
observed. Careless or improper use may cause serious
or even fatal injury.

ATOM'S philosophy is to continually improve all of its
products. As a result, engineering changes and
improvements are made from time-to time. If the
operating characteristics or the appearance of your Drill
Attachment differs from those described in this manual,
please contact your ATOM dealer for information and
assistance.

ATOM reserves the right to make changes at any time
without notice.

DO NOT USE THIS DRILL ATTACHMENT
UNLESS YOU ARE PHYSICALLY FIT AND
STRONG.

/A WARNING

WHEN DRILLING OPERATE AT LOW ENGINE SPEEDS
SUFFICIENT TO DRILL THE HOLE.

Operating your Drill unit at excessive speeds and not
following instructions may not activate the
AUGER-STOP mechanism quick enough or at all and
therefore cause serious injury.

PARTS & CONTROLS

1. Run & stop switch position depends on chainsaw
model used.

2. The throttle control handle of the chainsaw held by
the right hand and the throttle trigger which
controls speed of engine.

3. Fuel filter cap Fuel tank, muffler, spark plug,
carburettor adjustment, choke etc. Refer to your
chainsaw owner's manual.

4. Starter Handle The handle of the pull starter which 1s
the device to start the engine.

5. Automatic clutch (under the cover) stops auger
rotation when throttle trigger is released.

6. Sprocket/chain cover reduces risk of contact with
drive chain.

7. Gear box with clutch and automatic reverse
assembly.

8. Locking collar for attaching auger to drill
attachment.

9. Auger Rotates when engine speed is increased.

10. AUGER-STOPstabilising handle held by the left
hand which disengages auger rotation when reactive
forces, (twisting action) increases.

11. AUGER-STOP reset lever. Reset to re-engage anger
drive after jamming and reversing out of hole.

12. AUGER-STOP adjustment.

ATOM Drill Attachments have been manufactured since
1961 and sold in many countrics. The new

AUGER-STOP model requires operators of previous
Atom Drill Attachments to read and understand
carefully all these instructions to become familiar with
its operation.




SAFETY PRECAUTIONS

THESE INSTRUCTIONS MUST BE READ AND UNDERSTOOD BEFORE COMMENCING TO USE THE DRILI, ATTACHMENT

/A WARNING

As with any other power tool it is essential that you first
make yourself familiar with all the safety precautions
that have to be taken. Never take risks which could
endanger yourself or others. You should strictly observe
these simple rules:

DO NOT USE the Drill Attachment; unless you have
proper balance, a firm and safe footing, and a firm
and steady grip on the clean and dry chainsaw handle
and drill attachment AUGER-STOP handle. Do not
over reach. If you do not have a firm grip and/or your
feet are not securely placed in a firm position (e.g. on
slippery ground; in tree branches: on ladder, chair.
makeshift platform; etc). injury can occur.

If drilling higher than your shoulder height abovc
ground level. then you must stand only in a hydraulic
bucket ("cherry -picker"). Anything else. such as
standing on ladders. tree branches, etc, is forbidden due
to risk of injury. Fig. 2. Over-reaching 1s dangerous.

k

When using the chainsaw Drill  Attachment the
AUGER-STOP handle as illustrated in Fig. 3a must
be used and held firmly with your left hand. and your
right hand must have a firm grip on the chainsaw
powerhead rear handle. The AUGER-STOP handle is
nterconnected with AUGER-STOP system which is
designed to reduce the risk of reactive force mjury if
activated in certain situations by instantly stopping the
rotation of the auger the moment it suddenly jams or
drill unit twists when dnlling. In order for the
AUGER-STOP to reduce the risk of injury it must be
properly maintained, 1n good working order and adjusted
correctly to operate in the conditions of drilling work
being undertaken.

Fig. 3a

Fig. 3b

An improperly maintained AUGER-STOP may increase
the time needed to stop the auger rotation, or 1t may not
activate at all. The auger stop can only function if the
AUGER-STOP handle 1s held very firmly and is kept in
good working condition. The spring tension adjustment
must also be set correctly to suit type of timber, size of
auger,operator etc (see OPERATING INSTRUCTIONS
Page 9).

/A WARNING

REACTIVE FORCES, TWISTING ACTION
Reactive (twisting) forces with the powerhead and drill
attachment may occur at any time the auger is rotating.
Reactive forces can be dangerous! In any drilling
machine, the powerful rotational torque used to drill
wood works against the operator. See Fig. 4

AUGER
ROTATION

AUGER!
ROTATION

WHEN REVERSING AUGER ..
Fig. 4

If the rotating auger is suddenly stopped by contact with
any solid object like a wood knot, split. nail or cross
hole, the reactive forces twisting the chainsaw/drill
attachment may occur instantly. These reactive twisting
forces could result in loss of control of the
chainsaw/drill attachment. An understanding of the
causes of these reactive (twisting) forces will help you
avoid loss of control.

The greater the force of the kickback reaction, the more
difficult it becomes for the operator to control the drill
unit. By stopping the auger rotation the AUGER-STOP
reduces this risk.

If the engine stops or the auger bit jams tight in the drill
hole, do not restart the engine until you have taken all
safety precautions. See OPERATING
INSTRUCTIONS Page 10.
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